For verification of spatial distribution of phosphorous retention capacity in constructed wetlands systems(CWs), two horizontal subsurface flow(HSSF) CWs and two vertical subsurface flow(VSSF) CWs, using sand as substrate and Typha latifolia as wetland plants, were constructed and put into use for synthetic wastewater treatment. Five months later, significant spatial variations of TP and inorganic phosphorus(Ca-P, Fe-P and Al-P) were observed, which were found to be greatly affected by CWs type and hydraulic loading. The results revealed that though spatial distribution of Fe-P and Al-P displayed a similar order of substrate content as "rhizosphere" > "near-rhizosphere" > "non-rhizosphere" and "inflow section" > "outflow section" regardless of types and loading, the distribution of Ca-P was positively correlated to that of Fe-P and Al-P in HSSF CWs, while negative correlation was shown in VSSF CWs. As a result, TP spatial distribution in HSSF CWs demonstrated a greater dissimilarity than that in VSSF CWs. For HSSF CWs with low hydraulic loading, the lowest TP content was found in non-rhizosphere substrate of outflow section, while the highest one was discovered in rhizonsphere substrate of inflow section. The values in 6 parts of areas ranged from 0.138 gÁkg -1 to 2.710 gÁkg -1 , which also were from -33.5% to 1209% compared to the control value. On contrast, spatial difference of TP content in substrates of VSSF CWs was insignificant, with a variation ranging from 0.776 gÁkg -1 to 1.080 gÁkg -1 , that was 275% to 421% higher than the control value. In addition, when hydraulic loading was increased, TP content in VSSF CWs sharply decreased, ranging from 0.210 gÁkg -1 to 0.634 gÁkg -1 . Meanwhile, dissimilarity of TP spatial distribution in HSSF CWs was reduced, with TP content ranging from 0.258 gÁkg -1 to 2.237 gÁkg -1
Introduction
As low-cost approaches, constructed wetlands(CWs) were widely used for the treatment of municipal, industrial, aquacultural and agricultural wastewater, in which phosphorus was the main pollutant that constructed wetlands aimed at removing [1] [2] [3] [4] . Unlike the nitrogen, which could be eliminated off the system by nitrification and denitrification, phosphorous in wastewater was usually removed by retaining in the constructed wetland system [5, 6] . Mechanisms of phosphorus removal in constructed wetlands had been fully investigated and could be described as sorption, precipitation, biomass uptake, peat accretion and burial, and so on [6] . Current researches had demonstrated that sorption and precipitation by substrate were the major process for P removal in CWs since the capacities of other processes were limited. Therefore, P retention capacity, or the saturation potential of the substrate had been considered as a crucial parameter for substrate selection and longevity evaluation of the CWs [7, 8] .
Generally, the P-sorbing capaity was determined by the chemical and physical properties of substrates, for example, the specific surface area and the content of Ca, Al and Fe in substrates [9] . However, as a whole system, during the treatment of wastewater the P sorption process in CWs was also greatly affected by the environmental factors (e.g. pH, ORP and DO) [10, 11] and the operation factors, e.g. temperature and inflow loading rate(or hydraulic retention time) [12] . Furthermore, these factors always show an interaction effect for each other. Take ORP for example, it was agreed that substrate could adsorb more P under aerobic condition than did under anaerobic condition [13] [14] [15] .On the other hand, ORP would be greatly influenced by hydraulic design(type of CWs), mode of operation, plants and seasons [14, 16] . Thus, all these factors would affect P-sorbing capacity directly or indirectly as well. In addition, pH was always reported to be another important parameter determining the adsorption and desorption process of P in CWs, which was also closely related to the variation of ORP and microbial activity when treated wastewater contained massive organic pollutants. For example, under anaerobic condition, hydrolytic acidification of organic matter could change the physico-chemical features of substrates, such as decrease of pH level [17] , reduction of Fe(Ⅲ) to Fe 2+ [13] , extraction and release of Fe and Al [18] -and so on. Therefore, it could be suggested that the P retention process would be totally different when these parameters(pH, ORP, inflow loading, et al.) altered, whether in different type of CWs or in different parts of a single CW system. In fact, researches had confirmed that during the treatment of wastewater, environmental factors were variable and could show a significant dissimilarity in different physical parts of a CWs [19] [20] [21] -. García et al, (2003) [19] found that in HSSF CWs, ORP spatially increased from the inlet to the outlet. Ding, et al, (2014) [21] observed that pH in upper layer was slightly lower than the one in bottom layer, while ORP and DO in the upper layer were higher than those in bottom layer in HSSF CWs. In addition, spatial distribution of microbial communities and activities had been reported in different CW types [22, 23] . Therefore, it could be suggested that the P retention process would be totally different in various parts of CW system. However, to what extent the spatial variation of environmental factors in CWs would contribute to the spatial variation of P retention capacity of substrate, was lack of understanding currently.
As mentioned above, P retention capacity had been treated as a parameter for the CWs longevity assessment [7, 24] . If there is significant P retention variation existing within the CW system, the longevity of substrate may be overestimated or underestimated due to the inhomogeneous distribution of P accumulation. Additionally, it is more effective and economical to construct a wetland system with different substrates according to the spatial distribution of P retention capacity to avoid partial saturation, especially in large scale of practical operation.
Thus, it is imperative to assess the spatial variation of P retention capacity in substrate during the operation of wastewater treatment.
However, recent researches on the variance of P retention capacity mostly focused on the effect of substrates, types, inflow loadings, wetland plants, seasons and so on, which always took the whole CW systems as a study subject [24, 15, 25] . Few of them emphasized on the spatial distribution of P retention capacity within a single system, not to mention dividing its substrate zones into rhizosphere, near-rhizosphere and non-rhizosphere. Actually, in subsurface flow CWs, oxygen from plant root was the key source for oxygen transfer inside CWs, thus the redox condition could vary in parts different from the rhizosphere [26] .
Our previous research [27] had found out that distribution of P retention in CWs with wetland plants was different in rhizosphere from that in non-rhizosphere areas compared to the system without plants. However, for the complete understanding of the spatial distribution of P retention in substrate of CWs, affecting factors like type and inflow hydraulic loading needed to be taken into account. Therefore, The purpose of this work was to verify the spatial variation of TP and inorganic P(Ca-P, Fe-P and Al-P) retention capacity in HSSF CWs and VSSF CWs under high and low hydraulic loading.
Materials and Methods

Construction of Constructed Wetlands System
Four constructed wetland systems (CWS), two with horizontal subsurface flow (HSSF) and two with vertical subsurface flow(VSSF), were designed and constructed in laboratory. The framework of CWS was made of PVC with dimensions of 200cm in length, 100cm in width and 50cm in height. As showed in Fig 1A, the HSSF CWS was composed of inflow section and outflow section. The forepart of inflow section and the back part of outflow section (with length of 15cm) were designed as the wastewater distribution area and the drainage area, in which gravel media with a diameter of 3-5cm was filled in. The middle set of the systems (with length of 170cm) was designed as the main body of substrate, which was filled with common river sands with a sizes of 1-2mm as the filter media. In VSSF CWS, as seen in Fig 1B, wastewater drainage area was set at the bottom of the systems and filled with 15cm height of gravel media as well. In the upper part of the system, 35cm height of river sand was added as the main body of substrate. Similarly, the mainbody was artificially divided into inflow section and outflow section from the middle line. Chemical analysis of river sand in our previous research [27] showed that the main component of sand was SiO 2 , and the content of iron, aluminum and calcium, those elements that were related with P precipitation, were 9.10g/kg, 14.77 g/kg and 0.14 g/kg, respectively.
When the four CWs were built and the substrates were filled, 5 plants of Typha latifolia (one of the common species that widely used as wetland plants in south china) were planted uniformly on the main body of substrate in each CWs in early May 2013. For each system, 10L of nutrient solution (with 10 mgÁL -1 of nitrogen and mgÁL -1 of phosphorous) was added every 10 days. A month later, the number of Typha latifolia increased to 20 (with a density of 10 plantsÁm -2 ) and the plants fully covered the plate area of the CW systems. Then all the CW systems were put into use.
Characteristic of Experiment Wastewater
Experiment wastewater used in this work was synthetic wastewater, consisted of glucose, phosphate, ammonium and trace elements. The characteristic of wastewater was measured and the results were described as follows.
Total Nitrogen (TN 
Operation Condition
The experiment was carried out from July 2013 to December 2013. Continuous flow mode was employed and both HSSF CWs and VSSF CWs were conducted under the high and low hydraulic loading conditions of 100×10 
Sampling
Wastewater samples. Wastewater in the influent and effluent of the four CWs systems was sampled every 5 days, and TN, NH 4 + -N, TP and COD were measured respectively.
Removal rate R of each index was calculated with the following formula:
where C in and C out are the average values of each index in influent and effluent. Substrate Samples. Before being filled into CWs, substrate sand was sampled for total phosphorus and inorganic phosphorus(Ca-P, Fe-P and Al-P) measurement, and the results were treated as control values. Then at the end of the experiment, substrate samples in different areas in four CWs were collected and measured again according to the following steps:
Firstly, the PVC framework of the CWs was disassembled, the residual water in CWSs was drained, and the aboveground of Typha latifolia was cut and removed, leaving about 3cm of stem with the underground part.
Then, substrate of CWs was zoned and samples were collected from different areas. For the horizontal subsurface flow CWs, distribution and drainage areas with gravel medium at both side of the systems were separated and removed firstly. Afterward, according to the space relationship of plant root and the substrate, the mainbody of substrate with river sand was divided into 6 areas as rhizosphere in inflow section, near-rhizosphere in inflow section, non-rhizosphere in inflow section, rhizosphere in outflow section, near-rhizosphere in outflow section and non-rhizosphere in outflow section. When being sampling, sandy substrate which could be naturally peeled off from the plant root by gravity was defined as non-rhizosphere substrate. Substrates which attached to plant root but could be shaken off from the root by artificial shaking (about 5 to 10 min until no substrate dropping down) was defined as near-rhizosphere substrate. And substrates those adhered to the roots tight that can not be shaken off was defined as rhizosphere substrate. In this work, rhizosphere substrate was scraped and collected from roots after two days of air drying. For vertical subsurface flow CWS, the mainbody of substrate was divided into 4 areas as rhizosphere substrate in inflow section, near-rhizosphere substrate in inflow section, non-rhizosphere substrate in inflow section and non-rhizosphere substrate in outflow section since there was no plant root in the area of outflow section. The mass percentage of different parts of substrates was shown in Table 1 .
Finally, substrates in different zone of all CWS were sampled for the test of TP and inorganic phosphorus according to the "sample quartering method" for soil [28] . For each substrate parts, triple samples were taken for measurement. Here, the inorganic phosphorus in substrate was classified into 3 types as Ca-bound phosphorus (Ca-P), Fe-bound phosphorus(Fe-P) and Al-bound phosphorus(Al-P).
Measurement and Data Analysis
TN, TP, NH 4 + -N and COD concentration in influent and effluent wastewater were measured according to national standard methods for surface water and wastewater monitoring [29] . TP in substrate was analyzed by Mo-Sb colorimetry methods after digestion with HClO 4 -H 2 SO 4 according to standard methods for soil analysis [28] . The classification and determination of Al-P, Fe-P and Ca-P in substrate were conducted by the standard methods for measurement of inorganic phosphorous in acidic and neutral soil [28] . SPSS 16.0 and SigmaPlot 10.0 software were used for the ANOVA analysis and drawing.
Results and Discussion
Treatment Efficiency of Four CW Systems
Generally, high phosphorous removal rate would be achieved in new CWs due to the high phosphorous adsorption capacity of new substrate. As shown in Table 2 , the removal rates of TP in vertical subsurface flow CW systems were over 80%, while the values of horizontal subsurface flow systems were over 70%, which indicated that most amount of phosphorous in wastewater was retained in the CW systems, and the P retention capacity of vertical subsurface flow CW systems was a little higher than that of horizontal subsurface flow systems. Table 2 also revealed that high COD treatment efficiency was achieved in the four CW systems. It showed that vertical subsurface flow CW systems could get a higher COD removal rate than that done by horizontal subsurface flow CW systems. Moreover, higher ammonium removal rate was observed in vertical flow CW systems as well. These results were supported by relevant researches, which confirmed that BOD and ammonium removal rates were higher in vertical flow compared to those in horizontal subsurface flow [6, 30] .
On the other hand, removal rates of total nitrogen of the four CW systems were quite low (24%-35%). Denitrification process was usually considered to be limited under high oxygen concentration condition, resulting in high ammonium removal rate but low TN reduction in VSSF CWs [6] . On the contrary, though denitrification was suggested to be faster in horizontal subsurface flow than that in vertical flow, removal rate of ammonium and TN were both low in HSSF CWs in this work because of the restriction of nitrification process, as shown in Table 2 .
Spatial Variation of TP in Two Types of CWs
Spatial variations of TP retention in substrates of HSSF CWs and VSSF CWs after 5 months of wastewater treatment were shown in the Fig 2, which indicated that hydraulic characteristic (e.g. type and hydraulic loading) had significant influence on TP retention and spatial distribution in the CWs.
It was found that in low hydraulic loading systems, substrates in HSSF CWs showed a more remarkable difference in TP spatial distribution than that in VSSF CWs. In HSSF CWs, TP ). It also showed a significant spatial TP gradient from rhizosphere to near-rhizosphere to non-rhizosphere. Yet, TP content in rhizosphere substrate in outflow section was 1.316 gÁkg -1 , only 535% higher than that of control value, and 51.4% less than the value in inflow section. Furthermore, TP content in near-rhizosphere and non-rhizosphere substrates were 0.138 gÁkg -1 and 0.159 gÁkg -1 , 33.5% and 23.4% lower than the control value, indicating that TP release was occurred in these areas. On contrast, though similar result of "inflow section> outflow section" was found in VSSF CWs with low hydraulic loading, the vertical variation of TP retention presented in VSSF CWs was much less than that in HSSF CWs. TP content in non-rhizoshpere substrate in outflow section(bottom layer) was 0.776 gÁkg -1 , increased by 275% compared to the control value, which was only 22.2% lower than the value in non-rhizoshpere substrate in inflow section(upper layer). Fig 2B showed , respectively, increased by 410%, 421% and 382% compared to the control value, indicating spatial TP gradient in this section was unconspicuous. In addition, though TP content in rhizosphere and near-rhizosphere substrates in HSSF CWs were much higher than the values in VSSF CWs, the higher TP content in non-rhizosphere substrate in VSSF CWs than that in HSSF CWs meant that VSSF CWs could retain more TP than that done by HSSF CWs since non-rhizosphere substrate occupied the major amount of total substrates in CWs. , respectively, which were 39.9%, 75.5%, 79.0% and 57.3% lower than values in low loading system. It seemed that TP retention capacity was obviously limited in all areas of substrates in VSSF CWs under high hydraulic loading condition. In contrast, when hydraulic loading of HSSF CWs was increased (Fig 2A) , though TP content in rhizosphere, near-rhizosphere and non-rhizosphere substrates in inflow section decreased by 17.5%, 75.8% and 72.4% compared to values in low loading system, the values in outflow section increased by 63.7%, 172.4% and 281.2% compared to low loading values. As a result, the variation of TP spatial distribution between the inflow section and outflow section was reduced, but no significant influence on total TP retention of the whole system was observed.
Spatial Variation of Inorganic Phosphorus in Substrate
Percentage of inorganic phosphorus (Ca-P, Fe-P and Al-P) to TP in different areas of substrates in four CWs was calculated in this work, and it showed that Ca-P, Fe-P and Al-P in non-rhizosphere substrates occupied the major amount of the TP(60%-90%), indicating that phosphorus was removed mainly by adsorption and precipitation of substrates.
Spatial variations of Ca-P retention in substrates of HSSF CWs and VSSF CWs were shown in the Fig 3. Among 6 sections of HSSF CWs, it was rhizosphere with substrate that contained the highest Ca-P content. Its Ca-P level was much higher than others and the control value in each HSSF CW. In low hydraulic loading system, Ca-P content in rhizosphere, near-rhizosphere and non-rhizosphere substrate increased by 544.0%, 159.5% and 179.2%(in inflow section) and 471.3%, 82.3%, and 9.8% (in outflow section) compared to the control value (52.7 mgÁkg -1 ), respectively. In contract, Ca-P content in inflow section in VSSF CWs with low inflow loading was opposite to that in HSSF CWs, where the lowest Ca-P content was found in rhizosphere substrate, while the highest was discovered in non-rhizonsphere substrate. However, Ca-P contents in rhizosphere, near-rhizosphere, and non-rhizosphere in inflow section and outflow section were all significantly higher than the control value, which increased by 277.2%, 477.7%, 596.8% and 445.2%, respectively. In addition, when hydraulic loading was increased, great influence was shown on the spatial distribution of Ca-P in VSSF CWs except for non-rhizosphere substrate in outflow section, in which Ca-P content was 419.2% higher than the control value. Ca-P content in other substrates all sharply decreased compared to those in low loading system. Ca-P content in rhizosphere, near-rhizosphere and non-rhizosphere in inflow section dropped by 35.9%, 75.3% and 76.6% compared to values in low loading system. In contrast, similar to the effect on TP distribution, differences of Ca-P distribution in inflow section and outflow section in HSSF CWs were reduced with the increase of inflow loading. Ca-P content decreased in non-rhizosphere substrate of inflow section, while increased in outflow section. However, Ca-P content in rhizosphere substrates was still much higher than that in other areas. Fig 4 revealed that spatial distribution of Fe-P in different substrates in HSSF CWs and VSSF CWs both showed a similar order as "rhizosphere" > "near-rhizosphere" > "non-rhizosphere" and "inflow section" > "outflow section".
As showed in Fig 4A , in inflow section of HSSF CWs with low hydraulic loading, Fe-P content in rhizosphere, near-rhizosphere and non-rhizosphere substrate were 1068.2%, 744.5% and 140.0% higher than the control value(21.7 mgÁkg -1 ). However, in outflow section, only the Fe-P content in rhizosphere substrate increased by 471.9%, while in near-rhizosphere and non-rhizosphere substrate, it dropped down by 65.5% and 38.5% compared to the control value, which indicated that Fe-P desorption was occurred in these two areas. In contrast, when hydraulic loading was increased, Fe-P content in rhizonsphere, near-rhizonsphere and nonrhizosphere substrate in inflow section remarkably decreased. Specially, Fe-P content in nonrhizospere substrates in inflow section were 88.0% lower than the control value, which suggested that desorption of Fe-P in this area was intensified in high loading system. However, Fe-P content in near-rihzosphere substrate in outflow section increased by 1044.9% compared to values in low loading system, resulting in that the variation of Fe-P spatial distribution in inflow section and outflow section was reduced.
In addition, in VSSF CWs with low hydraulic loading (Fig 4B) , Fe-P content in substrates in rhizosphere, near-rhizosphere, non-rhizosphere in inflow section and non-rhizosphere in outflow section were 781.0%,313.5%,84.8% and 20.3% higher than the control value. Nevertheless, in high loading system, Fe-P content in these four substrates decreased and were only 570.3%, 292.4%, 46.0% and -30.8% higher than the control value. The figure -30.8% meant that Fe-P desorption was occurred in non-rhizosphere substrate in outflow section due to the increase of inflow loading.
Spatial variation of Al-P retention in substrates of HSSF CWs and VSSF CWs were similar to spatial distribution of Fe-P, as shown in the Fig 5. In low hydraulic loading HSSF CWs ( Fig 5A) , Al-P content in rhizosphere, near-rhizosphere and non-rhizosphere substrate increased by 3624.5% 2372.3% and 515.0% (in inflow section) and 736.8%, 322.0% and 258.7% (in outflow section), respectively, compared to the control value(4.47 mgÁkg -1 ). It indicated that Al-P content in substrates in inflow section was significant higher than that in outflow section, and in each section, Al-P content obeyed the order of "rhizosphere" > "near-rhizosphere" > "non-rhizosphere". In contrast, in high loading system, Al-P content decreased in inflow section while increased in outflow section. Due to Al-P content in rhizosphere substrate in outflow section increased by 223.0% compared to values in low loading system, variation of Al-P distribution in inflow section and outflow section was reduced as well.
For VSSF CWs system (Fig 5B) , the increase of inflow loading sharply decreased the Al-P content in four kinds of substrates. Al-P content in substrates in rhizosphere, near-rhizosphere, non-rhizosphere in inflow section and non-rhizosphere in outflow section dropped down from 2497.1%, 1313.1%, 1381.9% and 655.1% higher than the control value to 1713.5%, 979.2%, 482.1% and 199.3% higher than the control value, when hydraulic loading was transferred from 0.06m/d to 0.1m/d.
Discussion
Effect of Type and Inflow Loading on Phosphorus Spatial Distribution
As mentioned above, affecting factors of P retention in substrates were complicated and always interactive. Generally, the spatial distribution of TP in CWs was closely related to spatial variation of pH and ORP level, which were greatly influenced by oxygen transfer, pollutant distribution and microbial activity within the system [14, 23] .
In subsurface flow constructed wetland systems, oxygen is usually supplied by wetland plants. It first releases into rhizosphere substrate and then transfers to near-rhizosphere and non-rhizosphere substrate, which serves as the reason why ORP always shows the same spatial distribution fate within CWs [26] . During this process, hydraulic characteristic (type and hydraulic loading) was found to be of great importance on oxygen retention and ORP distribution in CWs [14, 31] . VSSF CWs is usually considered to be a highly aerobic system while HSSF CWs is deemed as an anoxic system due to their oxygen transfer ability [31] . Thus, with the mixing effect of wastewater, ORP gradient in vertical orientation was usually negligible in VSSF CWs. However, higher ORP level in upper layer and lower level in bottom layer was frequently observed in HSSF CWs [21] . Nevertheless, higher hydraulic loading meant stronger mixing effect. Under high hydraulic loading condition, ORP gradient in vertical orientation of HSSF CWs did not always exist [20] . It could explain why VSSF CWs with low hydraulic loading showed a less spatial variation of TP retention than that done by HSSF CWs, and why the difference of TP spatial distribution in HSSF CWs was reduced when inflow loading was increased.
Furthermore, when treating wastewater consisted of high organic matter or nitrogen concentration, oxygen transfer could be significantly affected by pollutant distribution and microbial activity, which in return caused the redistribution of pH and ORP within these two types of system. In usual case, substrates in inflow section of constructed wetland system would first contact wastewater with higher phosphorus concentration than it did in outflow section [32] , which was conducive to the adsorption of phosphorus. For the reason, higher phosphorus content in substrate was always found in inflow section. However, higher organic matters would consume more oxygen and cause lower redox condition in CWs [33] . On the other hand, higher hydraulic loading also meant shorter retention time and sometimes lower adsorption efficiency [34] . As a result, sharp reduction of TP content was observed in VSSF CWs when inflow loading was increased (Fig 2B) . Moreover, non-rihzosphere substrates were faraway from the root system, where oxygen was always limited in poor oxygen transfer system. Thus, massive organic matter degradations(especially under high hydraulic loading condition) may accelerate the anaerobic hydrolysis of organic matter in this area, causing the decrease of pH level [17] , reduction of Fe(Ⅲ) to Fe 2+ [13, 35] , and extraction and release of Fe and Al [18] , which eventually reduced the TP retention capacity [36] . As shown in Fig 2A, TP content in non-rihzosphere substrate in outflow section of HSSF CWs with low inflow loading was much lower than the control value, and TP content in non-rhizosphere substrate in inflow section was quite closed to the control value when hydraulic loading was increased. Though the spatial variation of ORP and pH within the four CWs was not measured in this work, significant spatial distribution of inorganic P both in VSSF CWs and HSSF CWs had been observed (Fig 3-Fig 5) , from which a relevant result could be inferred. Generally, the variation of Ca-P content in substrate was found to be correlated to the distribution of pH level. It was reported that when pH > 6, phosphorus could be adsorbed with iron and aluminum oxides and precipitated with calcium, while at lower pH levels, precipitation like Fe-P and Al-P, would become more dominant [37] . Thus, it seemed that high pH levels existed in those areas with high Ca-P content and vice versa. Besides pH level, oxidation-reduction condition was another key factor that affected the retention of Fe-P and Al-P in substrate. Therefore, the variation of Fe-P and Al-P could indirectly reflect the redox status of the substrate. Fig 4 and Fig 5 revealed that distribution of Fe-P and Al-P content in substrates displayed a similar tendency of "rhizosphere">"near-rhizosphere"> "non-rhizosphere", which conformed to the transfer fate of oxygen from plant root to rhizosphere, then near-rhizonsphere and nonrhizosphere. On one hand, high Fe-P and Al-P content in rhizosphere substrates in all CWs indicated an aerobic condition in these areas. On the other hand, Fe-P release occurring in non-rhizosphere substrates in all HSSF CWs and in VSSF CWs with high hydraulic loading, signified an anaerobic redox situation of these substrates [38] .
In addition, spatial distribution of Ca-P in HSSF CWs (Fig 3A) implied that pH level in rhizosphere substrate should be much higher than that in near-rhizosphere and non-rhizosphere in this type of CWs. However, adverse situation was observed in VSSF CWs (Fig 3B) , which implied that pH level in non-rhizosphere substrate was at higher level than that in rhizosphere substrate.
Relationship between Inorganic Phosphorus Distribution and TP Distribution
Correlation of TP with Ca-P, Fe-P and Al-P in four CWs was shown in Table 3 . It could be seen that in HSSF CWs, spatial distribution of Ca-P had high correlation with distribution of Table 3 . Correlation between Ca-P, Fe-P, Al-P and TP in four CWs. Fe-P, Al-P and TP, however, in VSSF CWs, the correlation coefficients were much lower and even negative. The result implied that variation of pH level was positively correlated to the change of redox status in HSSF CWs, but negatively correlated to the change of redox status in VSSF CWs. As shown in Table 2 , High COD removal rates were observed in both VSSF CWs and HSSF CWs in this work. However, removal rate of ammonium in VSSF CWs was much higher than that in HSSF CWs, indicating that nitrification process was enhanced in VSSF CWs. The results confirmed that VSSF CWs contained more oxygen than HSSF CWs in this work, and also suggested that most COD was removed under aerobic condition in VSSF CWs, and under anoxic or anaerobic condition in HSSF CWs. It was reported that pH values would decrease in those areas with excessive oxygen or insufficient oxygen due to nitrification or hydrolysis acidification [39, 40] . In contrast, pH would maintain stable under moderately aerobic condition or slightly increase under denitrification condition.
In another word, the variation of redox status and pH level would be positively correlated under moderately aerobic condition and hydrolysis acidification condition, while was negatively correlated under nitrification or denitrification condition. Rhizosphere substrate and non-rhizosphere substrate in HSSF CWs with low inflow loading were the instances of the former situation, while rhizosphere substrate and non-rhizosphere substrate in VSSF CWs with low inflow loading were the examples of the latter situation. As a result, the highest P content was always found in the substrate with high pH and ORP level, while the lowest one was discovered in substrate with low pH and ORP level, and mediate values would be observed in low pH with high ORP or high pH with low ORP. Thus, substrates in HSSF CWs showed a more remarkable difference in TP and inorganic P spatial distribution than those in VSSF CWs in this work.
In addition, when inflow loading was increased, the situation of redox status and pH level variation would be reinforced due to the enhancement of microbial activity or a stronger mixing effect. With VSSF CWs, both the decrease of ORP and pH level in inflow section caused the sharp decrease of total TP content. In contrast, with HSSF CWs, ORP and pH level in inflow section decreased because of more oxygen consumption. However, the values increased due to the stronger oxygen transfer in outflow section, thus no significant influence on total TP retention of the whole system was observed.
Effect of P Spatial Distribution on CWs Design and Operation
In this work, phosphorus was removed mainly through adsorption and precipitation by formation of Ca-P, Fe-P and Al-P. Thus, for phosphorus-rich wastewater treatment, P retention capacity was an important parameter for CWs design and operation, and spatial distribution of phosphorus should be taken into account while considering processes such as hydraulic loading design, substrate selection, longevity assessment and so on.
For instance, Fig 2 showed that variation of TP spatial distribution was reduced in VSSF CWs with low inflow loading and in HSSF CWs with high inflow loading. Therefore, for CWs hydraulic loading design, it seemed that low hydraulic loading was more suitable for VSSF CWs while high hydraulic loading was more appropriate for HSSF CWs.
Furthermore, Fig 2 also displayed that TP content in rhizonsphere substrates was much higher than that in non-rhizosphere substrate in HSSF CWs, which indicated that substrates in non-rhizonsphere may have a shorter longevity than those in rhizonsphere. Thus, for longevity assessment of certain type of CWs, samples in all areas should be taken and comprehensively evaluated to avoid misestimate due to the variety of TP retentions of substrate.
In addition, to improve the P retention capacity of CWs, filter medium with excellent adsorption capacity should be considered. In this respect, pattern of P spatial distribution provided a guideline for substrate construction. Generally, substrates with high P adsorption capacity had been wildly studied and could be classified into three catagories [41, 9] , calcium-rich medium like zonolite, iron-rich medium like blast furnace slags, and aluminum-rich medium like red mud. Therefore, the substrate selection could be conducted according to distribution of Ca-P, Fe-P and Al-P. For example, iron-rich and aluminum-rich mediums were more efficient than calcium-rich medium when used as rihzoshpere substrates in VSSF CWs with low inflow loading, since Ca-P retention capacity in these areas was lower than Fe-P and Al-P. In contrast, calcium-rich medium should be considered first in non-rhizosphere substrates in HSSF CWs with high inflow loading because the retention capacity of Fe-P and Al-P were rather low in these areas.
Conclusions
After 5 months of operation for synthetic wastewater treatment, significant spatial variations of TP and inorganic phosphorus(Ca-P, Fe-P and Al-P) in substrates were observed, which were greatly affected by types of CWs and hydraulic loading. Though the spatial distribution of Fe-P and Al-P showed a similar order of content in substrate as "rhizosphere" > "near-rhizosphere" > "non-rhizosphere" regardless of CWs type and inflow loading, spatial distribution of Ca-P was positively correlated to that of Fe-P and Al-P in HSSF CWs, while it was negatively correlated to that of Fe-P and Al-P in VSSF CWs. As a result, TP spatial distribution in HSSF CWs showed a greater diversity than that in VSSF CWs. However, TP spatial difference decreased when hydraulic loading was increased in both types of CWs. These results suggested that P spatial distribution should be taken into account for CWs design and operation.
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